< CRYSTEK RedBox vco
b o oot CRBVSSBE-2425-2820
PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 2425 MHz mﬁd
Upper Frequency: 2820 MHz W
Tuning Voltage: 0.5 18.0 vDC
Supply Voltage: 7.6 8.0 8.4 VDC
Output Power: -2.5 0 +2.5 dBm
Supply Current: 35 mA
Harmonic Suppression (2™ Harmonic) -10 dBc
Pushing: 0.3 1.0 MHz/V
Pulling, all Phases: 0.5 1.0 MHz pk-pk
Tuning Sensitivity: 35 MHz/V
Phase Noise @ 10kHz offset: -100 dBc/Hz
Phase Noise @ 100kHz offset: -120 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 30 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C
FRONT BACK SIDE
0.625 0.250
15-88) @ 0.118 ¥ Thru 2x (6:35)
S)Q/;A ‘T (3.00)
—
RF
CRYSTEK
MICROWAVE
[ crovssse w ] &%
TZ 2425-2820 MHz | i '
(%56.82) oo (2:82)
[—— 1.250 ——p| _ 0.590
(31.75) (25.40) (3.00) (14.99)
@ Unless otherwise specified, Dimensions are in: N
(mm)
Crystek Part Number: CRBV55BE-2425-2820 | Release Date: | 12-Jan-09
Revision Level: C Responsible: C. Vales Page 1 of 2

—= E: RYSTE K 12730 CoMMONWEALTH DRIVE ®* FORT MYERS, FLORIDA 33913
= = S e m S — PHONE: 239-561-3311 ®* 800-237-3061
CORPORATION FAX: 239-561-1025 * WWW.CRYSTEK.COM

—




RYSTEK RedBox vco

ICROWAVE CRBV55BE-2425-2820

DivisiON OoF CRYSTEK CORPORATION

<03

>

Phase Noise (1 Hz BW, Typical)
¥ Agilent ES052A Signal Source Analyzer

pPhase Moise 10,0048 Ref -20.00dB¢Hz

20,00 ) Camier 2,602182992 GH: 06457 dBm
F 1: 1 kHz -74.5367 dBc/Hz
20 00 21 10 kdz  -100.3875 dBc/Hz
S 3: 100 kHz -121.9144 dBc/Hz
- 4: 1 MHz ~142.1940 dBc/Hz
-40.00 =51 10 MHz 58,1571 dBo/Hz
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Product Control: Specification is subject to change without notice
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