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Features
•	 Fuse protected input

•	 Short circuit protection

•	 Non-isolation circuit

•	 Efficiency: minimum 80%

Markets
•	 Remote routers, access points, and bridges

•	 Remote networking equipment

•	 SOHO equipment

•	 IP camera and phone systems

•	 VOIP systems

The DC to DC converter takes a “10-32” DC voltage and converts it 5 or 12 DC voltages.  
This device can be used for devices that use 5 VDC only, 12 VDC only or both 5 and 12 VDC.  

Model DCDC-1032-5 DCDC-1632-12 DCDC-1532-5/12

Input 10V~32VDC 16V~32VDC 15V~32VDC 

Output +5V +12V +5V +12V

Max. load 3A 1.25A 3A 1.25A

Power 15W Max 15W Max 15W Max 

Min. Load 0A 0A 0A 

Load reg. % 5% 5% 5%

Line reg. % 1% 1% 1%

Ripple % 2% 2% 2%

Noise % 5% 5% 5%

Operating temperature -15°C to +40°C -15°C to +60°C

Storage temperature -25°C to +85°C -25°C to +85°C -25°C to +85°C

Operating humidity 5% to 90% 5% to 90% 5% to 90%

Cooling Free air cooling Free air cooling Free air cooling

Dimensions   L x D x H 46 x 33 x 24 mm 80 x 60 x 30 mm
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Mechanical Drawings
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