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BODY 54 344008 WIRE RANGE FLE £13288 Certified
INSULATION [9.1714£.003] 12-10 AWG 12-10 AWG 12-10 AWG
FOR M4[#8] STUD SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED
SLEEVE —— SERRATIONS
— __— ‘ A ALTERNATE PVC INSULATION MATERIAL FOR
SN N FOREIGN SUBSIDIARIES ONLY.
O~
\? BER / 9.52 A
} } } } } - [.375] STAMP AMP 12—10* APPROX AS SHOWN
AN
j A/‘ 0 \&J A DIMENSION APPLIES FROM EDGE OF METAL
L5 —— ) WIRE BARREL TO CENTER OF STUD HOLE
0.49
[.019] —— =— 4 FOR WIRE INSULATION DIA: 3.81[.150] TO 6.35[.250]
MIN /.67
C — [Milsﬁﬂ—' 5  TONGUE MATERIAL THK: 1.02+0.05[.040+.002]
22.68 A MATERIAL:
- [.893] - BODY&SLEEVE: COPPER PER ASTM B152
] MAX INSULATION: NYLON.
27 51 A FINISH:
- [1.083] — BODY&SLEEVE: TIN PLATE PER ASTM B545
MAX INSULATION: COLOR—YELLOW
— 100 LOOSE PC, BOX 8—35108—1
B
- 500 LOOSE PIECE 53—35108—1
MS25036—156 CLASS 2 | 2500 |ON TAPE, REEL 2351081
MS25056—-156 CLASS 1&2] 500 LOOSE PIECE 55108
N MILITARY PART NO& CLASS| QTY PACKAGE TYPE PART NO
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CUSTOMER SERVICE SYSTEMS OVENSIONS: _Tognces uness | oROHDE DANIEL o
FOR ADDITIONAL PRODUCT RECOMMENDED OPERATING TEMPERATURE: mm [INCHES] —_ N _ROHDE_DANIEL WIRE TERMINAL
A | INFORMATION OR COPIES | PRODUCT INFORMATION CENTER 105°C [221°F] 1 PC - B P.I.D.G RING TONGUE
TECHNICAL DOCUMENTS [7B00m5zzmer52 VOLTAGE RATING: @g§ oL + 0oLl eATioN sPEC WIRE SIZE: 12-10
FOR APPLICATION TOOLING ASSISTANCE CENTER 300V MAX ANCLES ~ #5 — R R e
TOOLING INFORMATION 1-800-722—-1111 WIRE CROSS SECTIONAL AREA RANGE: MATERIAL FINisH WHGHT — AB 00/7/9 @='55W 03
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