Mechanical data
(according to IEC 61076-2-101) Material futher information:
2 no. of poles / coding |3+PE / S housing / surface GD-Zn / Ni - see ftechnical dafta M12-4
2 confact ferminatfion crimp / socket tontact carrier PA / UL 94 VO
E contact-¢@ 1,5mm tolour black
a temperafure range -L0°C /7 +85°C table PUR
= profection class IP 66 / IP 67 tross section 1,5mm 2
: mating cycles > 100 tonfacts / surface CuZn / Au
g ; M12 Standard , |Sealing gaskef FKM
& lock t
£ ocKing system SPEEDCON overmold / ctable TPU / black
z
5 - 52.8 ] 5045
3 - 57.1 75425
=
=2
2

cable shield and PE
F[Oﬂﬂetfed to knurled nut

% PSR I — 1 —t-—fF— - eable-printingr— - — -4 - —- -

SPEED[UNJ‘ A\ZA label

identification
marking (plug-in side)

D154

The specified electrical and mechanical dafa require a correctly locked pair of connecfors.
If the connector is unlocked and if there is a danger of confamination, the connector must
be sealed using a profective cap >IP54.

Influences from wires, cabels or PCB mounting are also fo be faken info considerafion.

for the payment of damages according to §19 UWG German Law. All rights reserved. in particular the right to

The copying. distribution and utilistion of this document as well as the communication of the contents to others
carry out patent, utility model or ornamental design registrations.

without expressed authorization is prohibited according to

View of pin assignment Pin layout
Plug-in side
pin colour
black “1”
black “2”
black “3”

PE  |green/yellow

order-no. L (m) |cable-printing

1424096 1,5 Art.-Nr. 1424096 1,5m PUR 4x71,5 KW /JJ
1424097 3,0 Art.-Nr. 1426097 3,0m PUR &x1,5 KW /JJ
1424098 5,0 Art.-Nr. 1424098 5,0m PUR &x1,5 KW /JJ
1424099 10,0 |Arft.-Nr. 1424099 10,0m PUR 4x1,5 KW /JJ
1421977 15,0 | Art.=Nr. 14621972 15,0m PUR 4x1,5 KW /JJ
1419219 25,0 |Art.-Nr. 1424099 10,0m PUR &4x1,5 KW /JJ
1421684 30,0 | Art.-Nr. 1421684 30,0m PUR &4x1,5 KW /JJ
scale:

1:1

D-71083 Herrenberg

Heisenbergstrasse 1

acc 1o DIN 150 2768-c fechnical changes reserved Index 8 / 2015-11-06

date name |description:
design|2011-09-09 | Thumm M12 Power

chk. socket overmolded, sfraight, AC page: 1
of: 1

drawing-no.: KBP-L4SBEOTAX, XX (X, XX=L) doc.-no.: | 00634477
PHCGENIX

CONTACT order-no.: see chart
article designation: SAC-4P-FSS/L (see chart) -PUR PEL SH SCO
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vorbehalten. inshesondere das Recht. Patent-. Gebrauchsmuster- oder Geschmacksmusteranmeldungen durchzufihren.

soweit nicht ausdricklich gesfattet. Zuwiderhandlungen verpflichten zu Schadenersatz (§19 UWG). Alle Rechte
PHOENIX CONTACT Connector Technology GmbH




