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plating part no.
GOLD FLASH over NICKEL 131A10149X
@ 30pin HARD GOLD over min. 50pin NICKEL 131C10149X
STRIPPING DIMENSION 3 | 1 |RETAINING RING COPPER ALLOY NICKEL PLATED
2 1 |REAR SIDE COPPER ALLOY GOLD FLASH over NICKEL
@ 1 1 |FRONT SIDE COPPER ALLOY SEE TABLE
7,5 pos | qty description material plating
partlist
/1 5 H % tolerance scale: _ 5:1
«58 ol = material: SEE PARTLIST
ffffffffff _ I gfg EARS dim. in mm
E E = § % date name title:
O Qcx = R
L 2 g drawn| 04.04.02|  Parei HIGH POWER CONTACT MALE
E g % 2|8 appd. [ 04.04.02|  Schrader SOLDER CUP 40A FOR AWG 8-10; d=4,8mm
- >
; =5 5 § EQS norm D-SUB COMBINATION
I ; E g 2| & [2xc| Aot [04.04.2016| Lehm. | d-old dwg no: DIN-
ZacxT|H -
SE2%a |2 [4xb| A5  |27.09.2011) KH. ° A3
= - =3 ﬁ = ‘E 5 a Original "‘ -' 13K1A536 sh: 1
oHS compliant oQZEL| = \"
THwEE|Q |rev.|descripon| date [name part no: @ SEE TABLE
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