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D 1 BOTTOM CONTACT:
MAGNET WIRE: #27 — #35 AWG,
0.14[.006] — 0.38[.015] DIA COPPER.
{ TOP CONTACT:
2 [ [1&) » BARE SOLID COPPER WIRE: 0.56[.022] DIA
0.89 J‘ 0.5
[.035] - 2 POCKET RECOMMENDATION #1601432
Lo 0s er [R.020]TYP
E’gggi‘oozj o - /3\ TERMINAL APPLICATION TO COMPLY WITH TYCO ELECTRONICS
‘ ' 0.46+0.05 o 0.51 SPECIFICATION 114—-135166. CONSULT PRODUCT ENGINEERING.
& / [.018+.002] \ r [.020]
T ‘ REF Z TWO(2) TERMINALS SHOWN FOR ILLUSTRATION PURPOSES ONLY.
0.30 50" ‘ 60"}
[.012] REF REF
REF 11.30 10.49 1
fazs]  [413] o
[.070]
0.89 51 .46 L CARRIER
[.035] 1§ [.845] * i
- 5.59
6.98 (2200 ]
L275] 5 o4 } J R T
| .D.Cc & - 1.24
I, pATUM [-100] \ , 762 838 | ™ [.049]
i . .500
v | ‘ !
0.51 1.37 |l 3.72 ]
[.020] 1™ 063 [.054] [.146]
—= = [.025] | 4.45
MAX - [.178]
['220] B _ LOOSE PIECE CONFIGURATION
PITCH 4—1601131—( )
B
REEL UNWIND DIRECTION AS FOLLOWS:
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