
PRODUCT BRIEF

KEY fEaturEs
	High reliability

	Low insertion Loss

	High Isolation

	Optimized for different 
wavelengths

	Wide operating 
temperature range

Free Space Isolator

OVErVIEW
finisar free space isolators are used in various tOsas, 
which require isolation to prevent feedback into the laser. 
available in single stage and semi-double stage designs.

finisar free space isolators offer excellent performance with 
low insertion loss, high isolation. Our proprietary bonding 
process, and years of volume manufacturing experience, 
results in a high reliability record. Bare isolator chips 
survive more than 5,000hrs of damp heat testing without 
delamination. 

  Parameters Units Specification

CWL nm 1270 ~ 1610

Operating wavelength nm +/-20

Insertion loss dB < 0.3

Minimum Isolation* dB >20

Clear aperture mm > 0.8 diameter

tilt angle DEG 6 +/- 1

Operating temperature ˚C -40 to 85

storage temperature ˚C -40 to 100

spECIfICatIOns
single stage free space isolator specifications:

* Note: Overall wavelengths and temperatures
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paCKaGE DIMEnsIOns (unit:mm)
single stage Isolator (round type)

Part Number: Description

fIf-s-55-080-r free space isolator, 1550nm, single stage, Ca 0.8mm, round
fIf-s-31-080-r free space isolator, 1310nm, single stage, Ca 0.8mm, round

OrDErInG InfOrMatIOn

Output Input

1.40
0.00
+0.05

Ø2.99
-0.04
+0.01


